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WEPQOS Anti-Mould Impregnation

Description

Lasting protection against mould, fungi, algae and
moss in problem areas with unfavouralbe humidity
conditions and thermal bridging. Protects against
the formation of new mildew. Odourless and there-
fore suitable for living room, bedroom and children’s
rooms. For walls with wallpaper, paint, tiles and
masonry.

Effect:

Lasting film protection to prevent mould formation in
interior areas.

Transparent and odourless liquid prevents for-
mation of moulds and algae on problem surfaces
with unfavourable air-humidity conditions by film
protection. Acts to inhibit mould forming and reduc-
es the uptake of moisture.

Application:

For all absorbent substrates such as wallpapered or
painted walls, ceilings, tiles, grouting, plaster, con-
crete, brick, sand-lime brick, gypsum boards, wood,
amongst others. Suitable for living rooms, bed-
rooms and children’s rooms, basements, sanitary
areas, kitchen, saunas. For places where mould
infestation often occurs because of thermal bridges,
such as e.g. window corners or behind furniture,
cupboards, wall panelling.

Treated areas can be wallpapered or painted after-
wards.

Direction of use:

Before application, ensure that any mould and
spores which are present as well as green residues
are thoroughly removed. For this purpose, use
Wepos Mould Remover with Chlorine in sanitary
areas or on washable surfaces, and Wepos Mould
Remover Chlorine-free on absorbable surfaces.
Allow cleaned surfaces to dry thoroughly. Then
spray the anti-mould impregnation generously at a
minimum distance of 1m over the endangered area

covering well and allow to dry.

Important:

Always test for surface compatibility before use.
Moulds and their spores present a serious danger
to health. For this reason, they should be complete-
ly removed and measures should be taken to pre-
vent new formulation.

One cause of mould formation is increased air hu-
midity, therefore, air out regularly (brief and inten-
sively for 5 — 10 minutes with the window complete-
ly open) to enable an adequate exchange of air in
the room.

Technical Information
- Density: 1,0 g/mi

- PH: ca. 7,0
- colour: milky
- smell: characteristical

Safety instructions:
Keep out of the reach of children.

Consumption:

Depending on the absorbency of the surface, 750
ml are sufficient to treat an area of 10 — 15 m2.

Do not use below +5°C. Store in a cool but frost-
free place!

EU-VOC limit value for this product (Cat.:A/g, Wb) =
30 g/l (2010).

Content of product: < 15 g/l

Packing unit
750 ml-bottle (6 per box)

Please beware of: Always test the product in an inconspicuous
area to evaluate suitability, coverage and performance. The
liability of WEPQOS for defective products and any claims for
damages whatever is limited to the purchase price of the prod-
ucts. WEPOS shall not be liable for any consequential damages.
No other warranty or representation is made or implied.
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