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Technical Datasheet 
Art.-Nr. 2020200909 

 

Description    
Intensifies and refreshes colours. Accentuates the 
naturalness of the material and reduces the pene-
tration of dirt and stains. Porous surfaces are made 
water and dirt.repellent and easier to clean. For 
clinker, paving, slate, bricks, clay, slit tiles and dry 
press plates. For interior and exterior use. 
 
 
Effect: 
Emphasizes the natural condition of the material. 
Clearly strengthens the natural colours without 
shine and thereby emphasizes the structure of the 
surface. Emphasizes the original colour and reduc-
es the printed penetration of dirt and stain. Enhanc-
es the original colour and reduces the penetration 
of dirt and stains. Porous surfaces become more 
water and dirt-repellent and therefore easier to 
clean. 
 
Application: 
For initial and subsequent treatment of all absor-
bent floor and stair coverings made of clinker, 
bricks, plaster, clay slabs, cotto, unglazed ceramic 
slabs, split and dry-pressed slabs. Also suitable for 
the treatment of slate. Usable indoors and outdoors. 
 
Direction of use: 
Before treatment, covering must be dry, clean and 
spot-free.  
Use soft brush or plastic roller and apply a thin and 
even layer of Clinker & Plaster Oil. Avoid making 
puddles and apply only as much as the covering is 
able to absorb. Remove any excess amount with 
absorbent cloth. Several applications are recom-
mended at 15-minute intervals in cases of porous 
and extremely absorbent materials. Treated areas 
must be protected for at least 24 hours against the 
penetration of humidity. 
 
 
 

 

 

Important: 
Not suitable for absorbent floor coverings. 
New surfaces must have completely dried. After 
basic cleaning, surfaces must dry for at least two 
days. Where appropriate, tests can be performed in 
inconspicuous areas. The ideal processing temper-
ature is +5°C to 25°C (subsurface temperature). 
Floor heating must be switched off 12 hours before 
treatment. Wepos Tile Care is recommended for 
regular maintenance of oiled surfaces. 
 
Technical Informations 
- Density: 0,85 g/ml 
- PH: n.a. 
- colour: transparent 
- smell: neutral 
 
 
Safety instructions: 
Keep out of the reach of children. 
 
Packing unit 
1000 ml-bottle (4 per box) 
 
 
 
 
 
 
Please beware of: Always test the product in an inconspicuous 
area to evaluate suitability, coverage and performance. The 
liability of WEPOS for defective products and any claims for 
damages whatsever is limited to the purchase price of the prod-
ucts. WEPOS shall not be liable for any consequential damages. 
No other warranty or representation is made or implied. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
     April/13 
 
 


